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Abstract. Relative position embedding has become a standard mech-
anism for encoding positional information in Transformers. However,
existing formulations are typically limited to a fixed geometric space,
namely 1D sequences or regular 2D /3D grids, which restricts their ap-
plicability to many computer vision tasks that require geometric rea-
soning across camera views or between 2D and 3D spaces. To address
this limitation, we propose UROPE, a universal extension of Rotary
Position Embedding (RoPE) to cross-view or cross-dimensional geomet-
ric spaces. For each key/value image patch, UROPE samples 3D points
along the corresponding camera ray at predefined depth anchors and
projects them into the query image plane. Standard 2D RoPE can then
be applied using the projected pixel coordinates. UROPE is a parameter-
free and intrinsics-aware relative position embedding that is invariant to
the choice of global coordinate systems, while remaining fully compatible
with existing RoPE-optimized attention kernels. We evaluate UROPE as
a plug-in positional encoding for transformer architectures across a di-
verse set of tasks, including novel view synthesis, 3D object detection,
object tracking, and depth estimation, covering 2D-2D, 2D-3D, and tem-
poral scenarios. Experiments show that UROPE consistently improves
the performance of transformer-based models across all tasks, demon-
strating its effectiveness and generality for geometric reasoning. Our code
is available on our project website: https://urope-pe.github.io/.

Keywords: Relative Position Embedding - Projective Geometry - Multi-
view Vision

1 Introduction

Transformers [30] have become the dominant architecture in the field of com-
puter vision including multi-view perception and generation tasks, from novel
view synthesis [13, 22] and stereo matching [14, 39], to 2D/3D object detec-
tion [2,18,19,32]. A critical challenge in applying Transformers to geometric
tasks is how to encode the spatial relationships between tokens that originate
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Fig. 1: UROPE for Relative Position Embedding across Geometric Spaces. Previous
relative position embeddings can only handle a shared geometric space (top), while
UROPE focuses on the relative position embedding across geometric spaces (bottom).

from different viewpoints, coordinate systems, or even different geometric modal-
ities (2D images and 3D points).

As a standard solution, position embeddings inject positional information
into the permutation invariant Transformer architecture. Compared with abso-
lute position embeddings [30], relative formulations [4,21, 23, 26] offer improved
generalization and length extrapolation, making them a mainstream choice in
modern Transformers, especially for geometric tasks. A particularly important
development is Rotary Position Embedding (RoPE) [26], which encodes relative
rather than absolute positions through rotation matrices applied to query/key
pairs. Standard RoPE operates within a single flat coordinate space, assigning
positions by sequence indices (1D) or image grid locations (2D), which is funda-
mentally inadequate for cross-view geometric reasoning: pixels from two camera
views may be close in 3D space yet far apart in their respective 2D grids.

Recent efforts have begun to incorporate camera geometry into attention, but
often rely on matrix multiplication rather than extending RoPE itself to cross-
view settings. Pliicker ray embeddings [24] concatenate ray origin and direction
as input features. This is an absolute encoding that lacks the relative bias prop-
erties crucial for attention generalization, while its relative variant [36] still relies
on the definition of a global coordinate system. Recent work [15,20] combines
camera parameters and standard 2D RoPE in a channel-wise split. However, the
inter-camera geometry and intra-image spatial position are encoded disjointly
with no interactions, and the inter-camera geometry is only considered for each
camera rather than the local patch. Overall, it remains an open question to
model the relative position across camera views and wider geometric spaces.
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We observe that the fundamental question in cross-view relative position is:
where does a key token’s 3D content appear in the query token’s image? Instead
of encoding abstract ray coordinates, UROPE uses explicit projective geometry
to express cross-view correspondences directly in the query image plane, so the
relative position can be modeled in a single shared coordinate system.

Specifically, for each key token from a source view, UROPE starts from its
camera ray and samples 3D points along the ray at a set of fixed depth anchors.
Each sampled 3D point is then projected into the query camera using the relative
camera transform and the query intrinsics, yielding a depth-conditioned pixel co-
ordinate in the query image plane. Finally, we apply standard 2D RoPE between
the query location and the projected key location, producing a geometry-aware
relative positional bias that is consistent across camera views.

A central challenge is that cross-view projection is inherently depth ambigu-
ous: a source pixel corresponds to an epipolar line in the query view. We address
this with depth-anchored multi-head attention: different attention heads
(or head groups) are assigned with different fixed depth anchors, so each head
encodes one depth hypothesis and multi-head attention jointly covers near- to
far-field correspondences. In each head, we split the per-head channels across
the horizontal and vertical axes (d,=2 for u and d,=2 for v) and apply standard
2D RoPE in the query image plane, keeping UROPE natively compatible with
FlashAttention [5] and other RoPE-optimized kernels.

A key contribution of UROPE is its universality. We demonstrate that the
same projective RoPE formulation without task-specific modifications, serves as
a plug-in position encoding across diverse geometric tasks:

— Novel view synthesis: 2D ¥ 2D cross-view attention with known camera
poses on Objaverse [6] and RealEstatel0Ok [41].

— 3D object detection and tracking: 2D ¥ 3D attention between image
features and 3D query positions on nuScenes [1].

— Stereo depth estimation: 2D ¥ 2D cross-view matching for depth predic-
tion on RGBD [25], Scenes11 [29], and SUN3D [35].

We show consistent improvements across all benchmarks, establishing UROPE
as a general-purpose geometric position encoding for Transformers.

2 Related Work

Position Encoding in Transformers. Since sinusoidal positional encodings
are introduced for sequence modeling [30], position embeddings have become
standard in transformers [2,7] for multiple tasks. As an important milestone,
Rotary Position Embedding (RoPE) [26] encodes relative positions through ro-
tation matrices applied to query and key vectors, enabling relative position bias
without explicit bias terms. RoPE has become the default position encoding in
modern large language models [9, 28], which is also extended to 2D for vision
and multi-modal tasks [11,31]. Our work extends RoPE to cross-view and cross-
dimensional geometric spaces by utilizing the explicit projection to convert the
key tokens to the same geometric space of query tokens.
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Table 1: Comparison of Cross-View Position Embedding. Mechanism: how geometry
modulates attention: concatenation with input tokens (Concat.), matrix multiplication
on Q/K/V features (MatMul), sinusoidal rotation on Q/K (RoPE), or a combination.
Per-patch Geo.: whether the camera geometry is encoded at the individual patch
level. SE(3) Inv.: invariance to rigid transformations of the global coordinate system.
Param-Free: no learnable parameters introduced.

Method Mechanism Geometric Info Per-patch Geo. SE(3) Inv. Param-Free
Plicker [24] Concat. 6D Ray 3 7 3
Relative Ray [36] RoPE 6D Ray 3 7 3
GTA [20] MatMul Extrinsics 7 3 3
P-ROPE [15] RoPE + MatMul  Proj. matrix + grid 7 3 3
RayROPE [34] ROPE + Linear Ray + learned depth 3 3 7
UROPE RoPE Proj. coords 3 3 3

Transformers across Geometric Spaces. Transformers are widely applied

to computer vision tasks across geometric spaces including novel view synthe-
sis [12,13], 3D scene understanding [18,33,38], and stereo depth estimation [39].
To bridge the geometric gap, some method adopts explicit projection. For ex-
ample, epipolar attention [3, 10, 37] restricts attention to the projected epipo-
lar lines but can not capture o -epipolar-line correspondences. DETR3D [33]
projects 3D queries to multiview image for feature sampling. BEVFormer [16]
applies deformable attention [42] with 3D reference points. However, these com-
plex attention masks or kernels are unfriendly with e cient implementations like
FlashAttention [5]. In contrast, UROPE compute the ROPE positions via projec-
tive geometry, natually encoding epipolar constraints through the soft attention
bias. By operating entirely through RoPE rather than matrix multiplications,
UROPE uni ed inter-camera and geometry and intra-image spatial position into

a single mechanism while keeping the original Q/K/V multiplication format of
standard attention operation.

Multiview Position Embedding. Incorporating camera geometry into multi-

view attention can be broadly categorized by mechanism. At the input level,
Plucker ray embeddings [24] and camera ray maps [8] concatenate ray infor-
mation with image features, while PETR [18] and StreamPETR [32] encodes
3D positions into image features via position-aware embeddings. These are ab-
solute encodings that lack the relative position bias property. RAYNOVA [36]
takes a step further to encode the relative position in the ray space, but it still
relies on the global coordinate system. GTA [20] applies camera extrinsic ma-
trices to Q/K/V features, achieving SE(3)-invariant. P-RoPE [15] extends GTA

by incorporating intrinsics via normalized projection matrices and combining
with 2D RoPE for each patch positions. However, it decouples inter-camera and
intra-camera geometry across separate head dimension blocks. RayRoPE [34],
concurrent with our work, represents each patch as a ray segment with a layer-
wise parametric module to predict the depth, but the unsupervised module o ers
no guarantee to estimate the actual scene depth. In contrast, UROPE assigns
xed depth anchors across head groups, providing explicit multi-depth coverage
without learnable parameters.
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Fig. 2: Overview of UROPE. Left: UROPE reduces to standard 2D RoPE in same-
view case. Middle: for cross-view interaction, a key-view pixel is lifted along its cam-
era ray to multiple anchored depths and projected into the query view, producing
anchor-speci ¢ positions along epipolar lines. Right: projected positions are assigned
to di erent attention heads according to depth anchors as depth-anchored multi-head
attention.

3 Method

We introduce UROPE, a relative position embedding for cross-view and cross-
dimensional geometric reasoning. Our key insight is to use projective geometry
to express cross-view correspondences directly in the query image plane. We
rst formalize camera rays as a bridge between 2D image coordinates and 3D
space (Sec. 3.1), then derive depth-anchored lifting and cross-view projection
(Sec. 3.2), and nally integrate the resulting projected coordinates into RoPE-
based attention (Sec. 3.3). The overview of our method is visualized in Fig. 2.

3.1 Camera Rays as a Bridge Between 2D and 3D

Each image pixel corresponds to a light ray passing through the camera center.
Camera rays therefore provide a natural bridge between the 2D image plane and
3D space. Given an image location (u; v) in camera view i with intrinsics K; and

extrinsics [R;j;t;], we represent its camera ray in the world coordinate system as

ray ;(U;v) = (0 i;ri(usv));  riusv) =R KD [upv; At (1)
where g 2 R?3 is the camera center in world coordinates, de ned as p= R iTti,
and r;(u;v) 2 R % is the corresponding ray direction.

The camera rays work as a natural absolute position embedding [13] for at-
tention modules across views. We also consider a direct ray-level relative position
embedding baseline similar to [36] that applies independent 1D RoPE to the ray
components ray; (u;v) = (0 i;ri(u;v)) 2 R ® by splitting the per-head channels
into six blocks (6D RoPE in Tab. 2).

However, the ray; (u; v) representation can hardly model the potential inter-
section or spatial relationship between camera rays in the 3D space. Cross-view
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reasoning ultimately requires understanding where content observed along a ray
in one camera would appear in another camera. This motivates lifting points
along the ray and explicitly projecting them into the query image plane.

3.2 Bridging Geometric Gaps with Lifting and Projection

To capture cross-view correspondences implied by camera rays, we consider 3D
points along each ray. In the ideal case, a 3D point p(u; v) 2 R 2 can be recovered
from the ray given its depth. However, true depth is typically unavailable, and
predicting depth inside every attention layer is undesirable.

Depth-anchored lifting. We therefore introduce a set of xed depth anchors
D =fd "gk_, and lift each pixel (u;Vv) into a set of 3D points

pru;v) =0 +d" ri(u;v); @)
forming P;(u;v) = fp M(u;v)gl, .

Projection across camera views. Given a source view i and a query view j,
we project each lifted point p'(u;v) into the image plane of camera j:

2 3
o (uv)

(V) =K RipIUv)+t; =4 (4v) 5, 3)
Wi (U;V)

ul V) =el @v)Ewg v v ) el ) Ewh o uv);

4)
yielding a set of projected pixel coordinates f(q}j (u;v);v{!‘j (u;v))gR., inthe
query image plane. These projected points lie along the epipolar line induced
by the source pixel, and provide an explicit, intrinsics-aware mapping from the
source view to the query view.

Degeneration to the single-view case. When i = j, projection reduces to the

identity mapping, so the projected coordinates coincide with original locations:
ul (U v) vl (upv) =(upv); 8h=1;:::K: 5)

Thus, UROPE naturally degenerates to standard 2D RoPE in a single image.

Extension to 2D 3D interaction. UROPE also extends to 2D 3D interac-

tions by skipping the image-plane projection. Given a 3D token at (x;y;z), we

measure relative positions between (x;y; z) and the lifted points R(u;v) in 3D,
enabling cross-attention between image features and 3D queries.
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3.3 Depth-Anchored Multi-head Attention

UROPE for relative position embedding. We integrate the projected ge-

ometry derived in Sec. 3.2 into Transformer multihead attention. For self- or
cross-attention across camera views, we consider a key/value image patch (u; v)
from camera view i and a query image patch (& v% from camera view j. Let

xed depth anchor d" 2 D. For head h, we lift the key/value patch using Eq. 2
and project it into the query view using Eq. 4, yielding
oy (6)

Revealed in Appendix 4.4, this head-wise assignment would not cause the multi-
head collapse, and the head-wise attention distribution are still balanced.

h

ui (V) v

Image-plane RoPE. We apply RoPE [26] in the query image plane between
the query location (u% v°) and the projected key location ujy  (u;v); v} (u;V) .
Concretely, we apply standard 1D RoPE independently along the x- and y-axes
on the rst half of the per-head channels:

RAIY =diag RoPEc (u%; RoPEc (V9 ;
’ i (7)
R*®Y (h) = diag RoPE¢ uff (uv) ROPE¢ viuv)
where RoPE%() 2R% % isthe 1D rotary position embedding [26] and C
is the per-head dimension. Finally, we apply R“¢"Y to the query features and
R*Y (h) to each head of key features. This keeps UROPE fully compatible with
RoPE-optimized attention kernels.

Applying UROPE to multiview features. Although Eq. 7 resembles stan-

dard RoPE [26], it is not directly applicable when query tokens come from
multiple camera views within the same sequence, since & depends on the
query view. Without loss of generality, we describe the self-attention case. Let
Q;K;V2R BLHC be the query/key/value tensors spanning N views, where
L=N L, andL, is the number of patches per view.

To ensure that all queries within one attention call share the same view, we
reshape the queries by moving the view dimension from the sequence length into
the batch dimension:

QZR(BN)L vHC : (8)

Correspondingly, we repeat keys and values N times along the batch dimension:

K; v2RBNWLHC : (9)
We then compute attention to obtain O 2 RENL +vHC  “and reshape it
backto O2 RBLHC This rearrangement guarantees that each sample i©

corresponds to a single query view, enabling URoPE to be applied in the same
manner as standard RoPE.
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Analysis of computation complexity. The time complexity of attention
operation over Q; K; V' is

OBN HL , L C)=OBHL 2C); (10)

which matches the complexity of attention over Q; K; V. In terms of memory, the
main overhead comes from repeating K; V along the batch dimension during the
current layer's computation; this is transient and typically modest relative to the
total memory footprint across layers. Overall, URoOPE introduces no additional
asymptotic computational burden to Transformers.

4 Experiments

In this section, we conduct extensive experiments to evaluate URoOPE on three
tasks including novel view synthesis (Sec 4.1), 3D object detection (Sec 4.2), and
stereo depth estimation (Sec 4.3). For all the tasks, UROPE is integrated as a
plug-in relative position embedding for the attention layers without any task-
or model-speci ¢ designs. Afterwards, we give in-depth analysis of the role of
UROPE in Sec. 4.4. Finally, we justify several key design modules in Sec. 4.5.

4.1 Novel View Synthesis Task

Novel view synthesis requires a comprehensive understanding of the 3D environ-
ment by aggregating visual information across multiple camera views.

Setup. We combine UROPE with LVSM [13] framework, a decoder-only trans-
former that performs self-attention across reference and target view tokens.
UROPE serves as the relative position embedding, replacing the plicker ray.
We follow P-RoPE [15] to reduce the model size due to limited computational
resources. We conduct experiments on two datasets: Objaverse [6] and
RealEstate10k [41]. Objaverse [6] contains synthetic 3D objects, and the images
are rendered from diverse viewpoints. To improve the di culty, we randomly
change the camera focal lengths for the images. RealEstate10k [41] contains
real-world indoor and outdoor scenes gathered from YouTube videos. We eval-
uate the quality of novel view synthesis with three standard metrics: PSNR,
SSIM, and LPIPS.

Baselines. We compare UROPE with 1) Plucker ray: the absolute position
embedding for camera rays adopted in LVSM [13]; 2) 6D RoPE: rotary position
embedding in 6D ray space mentioned in Sec. 3.1; 3) P-RoPE [15]: relative
position embedding that combines ROPE on image space and camera parameters
across views; 4) RayRoPE [34]: a concurrent work that attaches extra depth
prediction module in attention layers. For fairness, we run all the baselines on
the same datasets by ourselves.

Results. We report the quantitative comparison between di erent methods in
Tab. 2. On both datasets, a notable performance gain of UROPE is withessed
compared to all the baselines. On the Objaverse dataset, UROPE can handle the
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